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Finish: Gloss

Durability 
(Unprinted): 10 Years

Roll Widths: 30” (0,76m)

48” (1,22m)

54” (1,37m)

60” (1,52m)

Roll Length: 50 Yards (45,72m)

Adhesive: Clean Removing, 
Repositionable 
(Light Gray)

Release Liner: Lay-Flat Polycoated 
with Low Profile 
FLITE Technology

Ink 

Compatibility:
Eco-Solvent, Solvent, 

UV, Latex 

Compatible 

Overlaminates:

Series 3270

Series 3210

Series 3220

Series 3310

SLX®+
Experience the performance evolution with SLX®+. Superior repositionability, conforming 

effortlessly around rivets, complex curves, and deep channels, we’ve packed the 

performance benefits of FLITE Technology® and more into this product. With a moderate 

tack adhesive and quick-flow characteristics, SLX®+ ensures the easiest installation in both 

hot and cold temperatures. From production to shipping and handling, you can achieve 

fast and accurate weeding of letters up to 2” (5cm). With the ability to adhere to the more 

challenging vehicle surfaces, like stainless steel, sign shops can easily adapt and install on

multiple surfaces. SLX®+ is the new all-season, print-to-cut, multi-surface vehicle wrap film.

Applications

	^Vehicle Graphics (Full, Partial)

	^Vehicle Decals

	^Fleet Graphics

	^Stainless Steel

Unique Features:

	^Superior Repositionability

	^Fast & Accurate Weeding

	^All-Season Wrap Film

	^Fast Wraps with One Installer

	^Vibrant & Reliable Print Quality 
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