
ROLL UP BANNER MATTE (BA400)

 Details

∙ High quality image reproduction with outstanding color expression.

∙ 100% polyester base makes a dimensionally stable product that is not buckle, warp, or curl.

∙ Matte film - produces anti-glare qualities reducing reflections.

∙ Photo quality with matte surface, and blockout feature

∙ Long lasting durability for both indoor and outdoor applications.

 Specifications  KEY FEATURES

 Length (ft)  Width (inch) - Pure white PET

 Weight (gsm)  Coating - High quality image reproductions

 Caliper (mil)  Base Material - Blockout

 Inner Core (inch)  Printer - Dimensionally stable, no-curl

 Surface - Matte finish reduces glare

 Application

∙ Rollup Stands, Instruction Plates, Tradeshow Panels, POS/POP, Hanging Isle Banners and Posters

 General Information

∙ Printing Temp : Temperature 15 ~ 30℃ (59 ~ 86 ℉) / Humidity 30 ~ 60%

∙ Lamination : Lamination is optional.

∙ Storage : Temperature 10 ~ 30℃ (50 ~ 77 ℉) / Relative Humidity 50%

∙ Shelf Life : One year stored in original packaging at recommended conditions.

 (Coating warranty guaranteed for 6 months from date of purchase)

Information provided here is subject to our test criteria and subject to change without prior notice. No media warranty is implied.
All material should be tested by purchaser to determine final suitability.  Printer and ink change may affact results. 
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